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129 Series

 Perfect for residential and
light commercial applications
 Small size is 1/2” x 1/2” x 1 1/2”

 Tamper Proof
 Screw terminals
 Hermetically sealed

 Surface mount magnetic contact
 Plated contacts resist sticking or freezing

 Covers, spacers and mounting hardware included
 Switches and magnets available separately

 Colors: white, brown and gray
 Private labeling available
 Lifetime Warranty

Standard Gap 1/2”+

Wide Gap 1”+

Closed Loop
129A

129AWG

Open Loop
129B

129BWG

Part Numbers

1 1/2” Miniature
Surface Mount

Switch Set

129 switch and case

129 magnet, case
and spacer

C_SM 7 mini 129 series



.54 in
(13.72 mm)

1.5 in
(38.1 mm)

.48 in
(12.2 mm)

1.17 in
(29.72 mm)

129 Surface Mount Series      Built to Scale
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INSTALLATION APPLICATIONS
The GRI 12 9style switch set is designed for those installations where a more aesthetic profile is required. The 

attractive snap-on cover makes the 129 perfect for residential and light commercial applications. The cover also 
comes with knockout points if the wiring requires surface mount. The base is designed for taking the wire out 
directly into the wall if needed. Available in standard and wide gap, white, brown and gray. The 129 set comes in 
both open and closed loop with all mounting hardware included.
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Part Number
129A

129AWG
129B

129BWG

Loop Type
Closed
Closed
Open
Open

Electrical
Configuration

N/O
N/O
N/C
N/C

Max. Contact 
Rating  (W)

10
10
5
5

Max. Switching 
Voltage  (VDC)

160
160
175
175

Max. Switching 
Current  (A)

.400

.400

.250

.250

Max. Initial Contact 
Resistance   (Ω)

.150

.150

.140

.140

Reed
Form

A
A
B
B

GRI PRODUCTS MEET OR EXCEED THESE MINIMUM GENERAL SPECIFICATIONS:

Magnet has same 
case as the switch.

129 top

1 1/2” Miniature
Surface Mount

Switch Set


