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CREEP-ZITTM THREADED CONNECTOR
WIRE RUNNING ROD SYSTEM

Creep-ZitTM Threaded Rods

 • Three 3 ft rods with a male threaded 
connector end on one end and a female 
threaded connector end on the other. 

 • One male bullnose tip
 • One female bullnose tip

Creep-ZitTM 9 Foot

Each rod can be used alone 
or combined to form lengths 
from 3 to 9 feet. Ideal for new 
or occasional installers or as 
replacement parts.

SIGNATURE SERIES
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TIP

 DESCRIPTION PART NO. MODEL

Creep-ZitTM 9 Foot Kit  LS-84-240 LS9FT

This innovative kit is offered as a result of di-
rect requests from installers. Designed to offer 
a versatile three piece system of varying length 
rods for a total of 9 feet. 

FiberFuseTM - The Professional Standard
Our FiberFuseTM construction provides a superior rod that is strong and durable with excellent flexibility, shape memory and 
performance.  See page 84 for more information about our proprietary FiberFuseTM fiberglass construction process.  The unique 
construction is more expensive to make than our competitor’s rods, but well worth it.  FiberFuseTM rods will not produce the micro 
splinters of glass fibers that can get into your hands like other rods on the market. All FiberFuseTM rods can be purchased separately 
in either threaded connectors or quick connect, as single rods or in kits to provide ultimate versatility and value. 


