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.275 ± .02 in
(6.97 ± .51 mm)

.35 ± .02 in
(8.90 ± .51 mm)

.67 ± .02 in
(17.2 ± .51 mm)

.12 ± .03 in
(3.05 ± .76 mm)

.17 ± .01 in
(4.32 ± .25 mm)

.37 ± .01 in
(9.4 ± .25 mm)

.19 ± .02 in
(4.83 ± .51 mm)

.37 ± .02 in
(9.40 ± .51 mm)

.88 ± .02 in
(22.35 ± .51 mm)

.17 ± .01 in
(4.32 ± .25 mm)

.37 ± .01 in
(9.4 ± .25 mm)

.12 ± .03 in
(3.05 ± .76 mm)

.37 ± .02 in
(9.40 ± .51 mm)

.37 ± .02 in
(9.40 ± .51 mm)

1.01 ± .02 in
(25.66 ± .51 mm)

.28 ± .01 in
(7.2 ± .25 mm)

.62 ± .01 in
(15.75 ± .25 mm)

.12 ± .03 in
(3.05 ± .76 mm)

1.07 ± .01 in
27.1 ± .25 mm)

.515 ± .01 in
(13.1 ± .25 mm)

1.07 ± .01 in
27.1 ± .25 mm)

.515 ± .01 in
(13.1 ± .25 mm)

2.1 ± .01 in
(53.3 ± .25 mm)

1.36 ± .01 in
34.5 ± .25 mm)

.519 ± .01 in
(13.1 ± .25 mm)

.69 ± .01 in
(17.5 ± .25 mm)

.69 ± .01 in
(17.5 ± .25 mm)

.745 ± .01 in
(19.2 ± .25 mm)

1.75 ± .01 in
(44.4 ± .25 mm)

.66 ± .01 in
(16.6 ± .25 mm)

.50 ± .01 in
(12.7 ± .25 mm)

◊ Hermetically Sealed Contacts
◊ Low Contact Resistance

◊ Life Expectancy in the Millions
◊ Momentary Action

◊ Low Bounce Characteristics
◊ Terminals weldable and solderable

◊ Ideal for Dry Circuits or Higher Current Applications


